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Energy isolation
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Source: IOGP, Report 459 IOGP Life-Saving Rules

Here are some incidents that have happened in relation to energy isolation:

Unidentified live bus bars discovered during electrical task

- As part of an electrical transformer upgrade, new mains cables were run
: to a 415V electrical switchboard. The electrical components were isolated
and proven deenergised.

Isolating electrical equipment 'I..:F:.E
During electrical maintenance, the supervisor isolated the wrong section, = .J.I.,_ 1;_1
leading to electric shock of his colleague. Lock-out tag-out wasn’t used f”-'i'"h:
and the switches were poorly organised. =13

%@_ﬂ"ﬂg Fatal electric shock when working on the wrong electrical panel

Al Lf 3 lﬁ‘ Electrical works were being carried out on an offshore installation. An

"“) ;)5-!._#_“% electrician was working alone testing the panel, he was unable to be
[y o contacted, and he was found to have been electrocuted.
Pressurised equipment and stored energy 'hllil
The incidents you are about to see are based on real events. Several r'n'!} i

- S incidents occurred when stored energy was released unexpectedly. ,.I':-. 1.:.-',‘1-
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Non-isolated hanging electrical wire causes electric shock

The animation you are about to see is based on a real event. Aworker was
painting the exterior wall of a service station when his shoulder came into
contact with a non-isolated electrical wire.
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https://toolbox.energyinst.org/c/videos/pressurised-equipment-and-stored-energy
https://toolbox.energyinst.org/c/presentations/unidentified-live-bus-bars-discovered-during-electrical-task
https://toolbox.energyinst.org
https://toolbox.energyinst.org/c/videos/isolating-electrical-equipment
https://toolbox.energyinst.org/c/presentations/electrician-receives-fatal-electric-shock-when-working-on-the-wrong-electrical-panel
https://toolbox.energyinst.org/c/videos/non-isolated-hanging-electrical-wire-causes-electric-shock-during-painting

